
BoonDocker Polaris Pro RMK Turbo 
TBAP Modification Technical Service Bulletin   

This technical service bulletin is to correct the potential miswiring of the TBAP sensor for the 
Boondocker pro RMK Turbo.  

All previous TBAP wiring modification instructions should be disregarded. 
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1. Locate stock TBAP sensor.  
 

2. Disconnect TBAP sensor from stock wire  
harness, and pull back harness sheathing.  
 

3. Cut black w/blue stripe wire 2” from TBAP 
sensor, and strip each end 1/4”.  
 

4. Strip end of black wire on supplied resistor 
assembly 1/4”. 
 

5. Twist together resistor assembly wire and 
(ECU side) TBAP black w/blue stripe wire,  
insert into one end of butt connector and crimp. 
 

6. Insert (connector side) TBAP black w/blue 
stripe wire into other end of butt connector, and 
crimp.  
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7. Shrink butt connector with heat. 
 

8. Cut pink wire 2” from TBAP sensor, and strip 
each end 1/4”.  

9. Insert (ECU side) pink TBAP wire into male 
blade connector, and crimp. 
 

10. Insert (connector side) pink TBAP wire into 
female blade connector, and crimp. 
 

11. Shrink male, and female blade connectors 
with heat. 
 

12. Connect resistor assembly wire to (ECU 
side) pink TBAP wire. Note: (TBAP connector 
side) pink wire is left disconnected, and is used 
only if returning snowmobile to stock form. 
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13. Reinstall stock wire harness sheathing, and 
connect TBAP sensor to harness.  
 

14. Secure TBAP sensor using zip tie. 

 .  
 

 
 

 
 


